
Precharge

v̇ = (Vfullrate − v)/τ1

i̇ = 0

0 ≤ v ≤ epsilon
i == Iprecharge

v == Vfullrate

i := Ichg

Off

i̇ = 0

0 ≤ v ≤ Vterm

i == 0

i := Iprecharge

v̇ = −Vdischarge

i == 0
v == Vinit

Dead

i̇ = 0

v == 0

i == 0

v̇ = 0

v == 0

i :=
Ipr

ec
ha

rg
e

ṫ, l̇t = 1,

v == epsilon
t1 := t level == 0∧

level := 1level == 0

v == V term∧
level == 1

t2 := t

t := 0

ṫ1, ṫ2, ˙CT = 0

ConstantVoltage2
v̇ = 0

i̇ = −i/τ3

Vterm − ǫ ≤ v ≤ Vterm + ǫ

0 ≤ i ≤ Ichg

Maintenance

v̇ = −v/τ4

i̇ = 0

Vrestart ≤ v ≤ Vterm

0 ≤ i ≤ Ichg

|v − Vterm| ≤ ǫ

i ≤ IEOC

v ≤ Vrestart

i := Ichg
v := Vterm

ConstantCurrent

v̇ = (Vterm − v)/τ2

i̇ = 0

Vfullrate ≤ v ≤ Vterm

0 ≤ i ≤ Ichg

level == 0

Final
v̇ = 0

i̇ = 0

True

:= t2 − t1
ChargeT ime

R1
v̇ = 0

i̇ = 0

True
ṫ, l̇t, ṫ1, ṫ2, ˙CT = 0ṫ, l̇t, ṫ1, ṫ2, ˙CT = 0

ṫ, l̇t = 1, ṫ1, ṫ2, ˙CT = 0

ṫ, l̇t = 1, ṫ1, ṫ2, ˙CT = 0 ṫ, l̇t = 1, ṫ1, ṫ2, ˙CT = 0 ṫ, l̇t = 1, ṫ1, ṫ2, ˙CT = 0

ṫ, l̇t = 1, ṫ1, ṫ2, ˙CT = 0

v̇ > 0∧

v̇ > 0∧

level == 1∧

v ≤ Vterm

ConstantVoltage
2

v̇ = 0
i̇ = −i/τ3

Vterm − ǫ ≤ v ≤ Vterm + ǫ

0 ≤ i ≤ Ichg

ṫ, l̇t = 1, ṫ1, ṫ2, ˙CT = 0
v ≥ Vterm)

level == 1∧


