
2.1 Hardware design and manufacturing 
During the operation of the T Series (original) it was found that the stator to stator 
performance varied considerably, T1 for example performed well whereas the subsequent 
models were not so reliable. The acceleration dropped off over the life of the target and dust 
was created at the bearing positions. At first this was assumed to be a combination of 
bearing/shaft tolerances, bearing material and surface finish of the shaft. Over the running 
period all of these aspects were investigated and major improvements were made but even 
with all the work it was still obvious that T1 performed better that any of the others. 
One possibility put forward was that because the stator construction consisted of a series of 
(24) individually wound coils assembled on a stainless steel tube they may not share the 
same magnetic axis and that furthermore may not be on the mechanical axis defined by the 
bearings. This was investigated, as outlined in section 2.3 and was found to be the case 
both for the coil to coil magnetic axis alignment and the mechanical axis alignment. At this 
point it was decided to redesign the internal stator assembly whilst keeping the stator body. 
This was because there had been a lot of work carried out to improve the bearing system 
and it was felt this was now a good system, also the body was designed to fit with all of the 
target support frame and the control systems, all of which worked well. 
 
To improve the coil to coil alignment a one piece mandrel was manufactured, this allowed 
each coil to be wound onto it, and as each coil was wound using the same setup then it was 
hoped that they would all share the same magnetic axis. This created problems that needed 
addressing, 
 
How did you wind individual coils side by side without either damaging the preceding coil 
and whilst keeping the pitching exact. 
 
How to carry out the winding leaving both tails of the coil on the outside accessible for 
connection. 
 
As the stator was being redesigned the opportunity was taken to reduce the radial clearance 
between the inner bore of the coils and the outer diameter of the permanent magnets to 
improve the performance. Improvements were also made to the cooling. 
 
The following design was arrived at, see fig.x, a stator mandrel with dividing fins between 
each winding to ensure the correct pitch was maintained, into this fin a slot was spark 
eroded to allow the 1st power tail to pass to the bottom of the coil without encroaching on the 
width of the coil. A 2nd slot was cut in 3 of the fins to allow thermocouples to be embedded 
into them to closely monitor the temperature inside the assembly. These fins also gave a 

heat path from the bottom of the 
coil to the outside diameter where 
the cooling jacket was positioned. 
 
The bobbin was produced at AC 
Precision, Standlake and took 
several trials before the final 
procedure for manufacture was 
arrived at. This was due mainly to 
the fact that when such thin fins 
were machined they had a 
tendency to distort which made the 

winding of the coil very difficult. The slots were then spark eroded at Oxford University 
Physics department workshop.  
Once we had the bobbin it was wound with the 24 individual coils at Rutherford Laboratory. 
The wire used was 350µ square section copper wire varnished for insulation, this was 
purchased from MWS Wire Industries Westlake Village CA USA. This was ordered ‘layer 



wound’ (no twist on the bobbin), this was important for the winding process. When winding 
the coil each one was tested after completion both for short circuit to the body and for 
internal, wind to wind shorting. Once all of the coils were wound and secured the complete 
assembly was then electrically tested and only when all tests were satisfied did we proceed 
with the next stage.  
The 24 coils are wired in three phases, A B & C and alternate in a repeating pattern. Each 
coil in a phase is connected in series with one end connected to a power lead and the other 
connected to a common star point. The coils are powered in pairs by the controller and the 
sequence produced creates the required motion of the target shaft. To ensure that the coils 
are wired correctly, printed circuit boards were produced at Imperial College HEP electronics 

lab (see Fig.x). These were attached to the bobbin and the 
coils and power leads plus a lead to the star connector (to 
allow individual coils to be powered in isolation) soldered 
to them. The thermocouple devices were also bonded to 
the bobbin. Once more electrical tests were carried out.  
The next step was to fit the cooling jacket, this consisted 

of 3 segments which were fitted around the bobbin and then plumbed together in series to 
allow one input and one output from the stator assembly. These segments were 
manufactured from copper and care was needed when fitting them that they did not damage 
the coil insulation. Once the cooling jacket was fitted a potting jig was used to allow the 
complete assembly to be potted under vacuum in such a way as to allow it to fit inside the 
target body. The potting not only ensured that the stator was robust but it also improved the 
heat path to the cooling jacket and it provided a further electrical insulation barrier. 
Once potted the stator assembly was mounted inside the target body, the body had been 
pre-machined to hold the stator assembly in place without axial movement as the assembly 
was then Electron beam welded to ensure its vacuum seal for the ISIS beam line. The 
welding and vacuum testing took place at Electron Beam Services Ltd Hemel Hempstead.   
Once the assembly was completed it was taken to Daresbury Laboratory for field mapping , 
see section 2.3 
 


